


Specifications

Average Evaporative Weight Loss QPCR Cycling — Diamond Ultra vs. Polypropylene 384-Well Plates
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Fig. 1: Diamond Ultra seals more effectively Fig. 2: Proprietary material of Diamond Ultra does not inhibit QPCR results

than Supplier B rigid plate with both adhesive
and heat seals.

PCR & Sequencer Instrument Compatibility:

Real-Time PCR Cyclers Sequencers Standard PCR Cyclers
ABI: 7900HT ABI: 3700, 3730/3730XL DNA Analyzers For standard cycler compatibility,
Bio-Rad: CFX384 Amersham: MegaBACE 500, 4000 visit www.thermo.com/diamond

Ordering information for ABgene Diamond Ultra 384-Well PCR Plates:

Cat. No. Product Description Quantity
AB-2150 ABgene Diamond Ultra 384-Well PCR Plates, Clear 50 Plates
AB-2150/W ABgene Diamond Ultra 384-Well PCR Plates, White 50 Plates
BC-3150 ABgene Diamond Ultra 384-Well PCR Plates, Barcoded 50 Plates
BC-3151 ABgene Diamond Ultra 384-Well PCR Plates, White, Barcoded 50 Plates

Color options - please inquire and allow longer lead times for made-to-order colored plates.

Cat. No. Product Description Quantity
AB-1170 ABsolute QPCR Adhesive Seal 50 Sheets

Related Products:

Ordering information for Heat Seals and Heat Sealing Instrumentation:

North America: 800.345.0206 Europe: +44 (0) 161 486 2110 Asia:
email: matrix.info@thermofisher.com email: matrix.eu.info@thermofisher.com email: matrix.ap.info@thermofisher.com
www.thermo.com/matrix

Product Description Quantity
AB-0812 Clear Seal Diamond, Sheets (for use with ALPS 50v Manual Heat Sealer AB-1443) 100 Sheets
AB-3799 Clear Seal Diamond, Roll (for use with ALPS 3000 Automated Heat Sealer 4115-MTX) = One Roll (370 m)

For more information, please visit www.thermo.com/diamond
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